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has not been received, as close as pos-
sible to the estimated time of arrival
as calculated from the filed or amended
(with ATC) estimated time en route.

(ii) If the clearance limit is not a fix
from which an approach begins, leave
the clearance limit at the expect-fur-
ther-clearance time if one has been re-
ceived, or if none has been received,
upon arrival over the clearance limit,
and proceed to a fix from which an ap-
proach begins and commence descent
or descent and approach as close as
possible to the estimated time of ar-
rival as calculated from the filed or
amended (with ATC) estimated time en
route.

[Doc. No. 18334, 54 FR 34294, Aug. 18, 1989;
Amdt. 91-211, 54 FR 41211, Oct. 5, 1989]

§91.187 Operation under IFR in con-
trolled airspace: Malfunction re-
ports.

(a) The pilot in command of each air-
craft operated in controlled airspace
under IFR shall report as soon as prac-
tical to ATC any malfunctions of navi-
gational, approach, or communication
equipment occurring in flight.

(b) In each report required by para-
graph (a) of this section, the pilot in
command shall include the—

(1) Aircraft identification;

(2) Equipment affected;

(3) Degree to which the capability of
the pilot to operate under IFR in the
ATC system is impaired; and

(4) Nature and extent of assistance
desired from ATC.

§91.189 Category II and III operations:
General operating rules.

(a) No person may operate a civil air-
craft in a Category II or III operation
unless—

(1) The flight crew of the aircraft
consists of a pilot in command and a
second in command who hold the ap-
propriate authorizations and ratings
prescribed in §61.3 of this chapter;

(2) Each flight crewmember has ade-
quate knowledge of, and familiarity
with, the aircraft and the procedures to
be used; and

(3) The instrument panel in front of
the pilot who is controlling the aircraft
has appropriate instrumentation for
the type of flight control guidance sys-
tem that is being used.

§91.189

(b) Unless otherwise authorized by
the Administrator, no person may op-
erate a civil aircraft in a Category II or
Category III operation unless each
ground component required for that op-
eration and the related airborne equip-
ment is installed and operating.

(c) Authorized DH. For the purpose of
this section, when the approach proce-
dure being used provides for and re-
quires the use of a DH, the authorized
DH is the highest of the following:

(1) The DH prescribed by the ap-
proach procedure.

(2) The DH prescribed for the pilot in
command.

(3) The DH for which the aircraft is
equipped.

(d) Unless otherwise authorized by
the Administrator, no pilot operating
an aircraft in a Category II or Category
IIT approach that provides and requires
use of a DH may continue the approach
below the authorized decision height
unless the following conditions are
met:

(1) The aircraft is in a position from
which a descent to a landing on the in-
tended runway can be made at a nor-
mal rate of descent using normal ma-
neuvers, and where that descent rate
will allow touchdown to occur within
the touchdown zone of the runway of
intended landing.

(2) At least one of the following vis-
ual references for the intended runway
is distinctly visible and identifiable to
the pilot:

(i) The approach light system, except
that the pilot may not descend below
100 feet above the touchdown zone ele-
vation using the approach lights as a
reference unless the red terminating
bars or the red side row bars are also
distinctly visible and identifiable.

(ii) The threshold.

(iii) The threshold markings.

(iv) The threshold lights.

(v) The touchdown zone or touch-
down zone markings.

(vi) The touchdown zone lights.

(e) Unless otherwise authorized by
the Administrator, each pilot oper-
ating an aircraft shall immediately
execute an appropriate missed ap-
proach whenever, prior to touchdown,
the requirements of paragraph (d) of
this section are not met.
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§91.191

(f) No person operating an aircraft
using a Category III approach without
decision height may land that aircraft
except in accordance with the provi-
sions of the letter of authorization
issued by the Administrator.

(g) Paragraphs (a) through (f) of this
section do not apply to operations con-
ducted by the holders of certificates
issued under part 121, 125, 129, or 135 of
this chapter. No person may operate a
civil aircraft in a Category II or Cat-
egory IIT operation conducted by the
holder of a certificate issued under part
121, 125, 129, or 135 of this chapter un-
less the operation is conducted in ac-
cordance with that certificate holder’s
operations specifications.

§91.191 Category II and Category III
manual.

(a) Except as provided in paragraph
(c) of this section, after August 4, 1997,
no person may operate a TU.S.-reg-
istered civil aircraft in a Category II or
a Category III operation unless—

(1) There is available in the aircraft a
current and approved Category II or
Category III manual, as appropriate,
for that aircraft;

(2) The operation is conducted in ac-
cordance with the procedures, instruc-
tions, and limitations in the appro-
priate manual; and

(3) The instruments and equipment
listed in the manual that are required
for a particular Category II or Cat-
egory III operation have been inspected
and maintained in accordance with the
maintenance program contained in the
manual.

(b) Each operator must keep a cur-
rent copy of each approved manual at
its principal base of operations and
must make each manual available for
inspection upon request by the Admin-
istrator.

(c) This section does not apply to op-
erations conducted by a holder of a cer-
tificate issued under part 121 or part
135 of this chapter.

[Doc. No. 26933, 61 FR 34560, July 2, 1996]

§91.193 Certificate of authorization
for certain Category II operations.
The Administrator may issue a cer-
tificate of authorization authorizing
deviations from the requirements of
§§91.189, 91.191, and 91.205(f) for the op-

14 CFR Ch. | (1-1-01 Edition)

eration of small aircraft identified as
Category A aircraft in §97.3 of this
chapter in Category II operations if the
Administrator finds that the proposed
operation can be safely conducted
under the terms of the certificate.
Such authorization does not permit op-
eration of the aircraft carrying persons
or property for compensation or hire.

§§91.195-91.199 [Reserved]

Subpart C—Equipment, Instru-
ment, and Cerlificate Re-
quirements

SOURCE: Docket No. 18334, 54 FR 34304, Aug.
18, 1989, unless otherwise noted.

§91.201 [Reserved]

§91.203 Civil
required.

(a) Except as provided in §91.715, no
person may operate a civil aircraft un-
less it has within it the following:

(1) An appropriate and current air-
worthiness certificate. Each U.S. air-
worthiness certificate used to comply
with this subparagraph (except a spe-
cial flight permit, a copy of the appli-
cable operations specifications issued
under §21.197(c) of this chapter, appro-
priate sections of the air carrier man-
ual required by parts 121 and 135 of this
chapter containing that portion of the
operations specifications issued under
§21.197(c), or an authorization under
§91.611) must have on it the registra-
tion number assigned to the aircraft
under part 47 of this chapter. However,
the airworthiness certificate need not
have on it an assigned special identi-
fication number before 10 days after
that number is first affixed to the air-
craft. A revised airworthiness certifi-
cate having on it an assigned special
identification number, that has been
affixed to an aircraft, may only be ob-
tained upon application to an FAA
Flight Standards district office.

(2) An effective U.S. registration cer-
tificate issued to its owner or, for oper-
ation within the United States, the
second duplicate copy (pink) of the Air-
craft Registration Application as pro-
vided for in §47.31(b), or a registration
certificate issued under the laws of a
foreign country.

aircraft: Certifications
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